SAW CUT FULL DEFTH (SEE NOTE 4)

EXISTING PAVEMENT

~FROPOSED CONCRETE CURD AND GUTTER REPLACEMENT
IN ACCORDANCE WITH IDOT HIGHWAY STANDARD 60600t
(SEE NGTE 2, 7. AND 1O

3/4” PREFORMED EXPANSION JOINT AT CONCRETE
SIDEWALKS, DRIVEWAYS, AND MEDIANS.

i RFACE RS
HMA SURFACE COURSE {SEE NOTE 100

MIX D, MTO (IL=9.5 mm}
(SEE NOTE 3 & 1)
PROPOSED IMPROVEMENT
{SEE NOTE D

"
B T —

SUITABLE BACKFILL MATERIAL AS
APPROVED 8Y THE ENGINEER
(SEE NOTE 1)

SUBBASE GRAMULAR MATERIAL, TYPE B
(SEE NOTE & & i)

COMBINATION CONCRETE CURB AND GUTTER
REMOVAL AND REPLACEMENT DETAIL

NOTES:

1. THE PROPOSED IMPROVEMENT SHALL BE PCC SIDEWALX 5% WITH SUBBASE CRANULAR MATERIAL TYPE B 47,
OR TOPSOIL 6" AND SEEDING.

2. CURB AND GUTTER REFLACEMENT SHALL MATCH THE SHAPE OF THE EXISTING CURB AND GUTTER {UNLESS CTHERWISE
SPECIFIED BY THE ENGINEER.

3, THE HMA SURFACE SHALL BE PAVED V4~ HIGHER THAN THE £DGE GF THE PROPCSED GUTTER.

THE EXISTING PAVEMENT SHALL BE SAW CUT TC THE FULL DEPTH OF THE PAVEMENT 2’ FROM THE EDGE OF EXISTING
CURB AND BUTTER TO BE REMOVED AND REPLACED. THE REMOVAL OF THE EXISTING PAVEMENT AND THE FULL DEPTH
SAW CUT SHALL BE INCLUDED IN THE CONTRACT UNIT COST FOR COMBINATION CURB AND GUTTER REMOVAL

(SPECIAL).

5. THE THICKNESS OF THE SUBBASE GRANULAR MATERIAL, TYPE B SHALL BE INCREASEC IF DIRECTED BY THE ENGINEER.
REMOVAL AND REPLACEMENT IN EXCESS OF THE SPECIFIED 4" WILL BE PAID FOR IN ACCORDANCE WiTH
ARTICLE 103.04 OF THE STANDARD SPECIFICATIONS.

6. LONGITUDINAL BARS, IF ENCOUNTERED IN THE EXISTING CURB AND GUTTER, ARE NOT TO BE REPLACED. CUTTING
AND REMOVING LONGITUDINAL BARS SHALL BE INCLUDED IN THE CONTRACT UNIT COST FOR COMBINATION
CURB AND GUTTER REMOVAL (SPECIAL).

7. THE REMOVAL OF THE EXISTING COMBINATION CONCRETE CURB AND GUTTER SHALL BE INCLUGED IN THE CONTRACT
UNIT COST FOR COMBINATION CURS AND GUTTER REMOVAL (SPECIAL).

8. THE REMOVAL AND REPLACEMENT OF THE EXISTING CURB AND GUTTER AND EXISTING PAVEMENT SHALL BE DONE TN
ACCORDANCE WITH THE APPLICABLE PORTIONS OF SECTION 31%, 406, 440, AND 608 OF THE STANDARD SPECIFICATIONS,

9. THE L.OCATIGNS OF REMOVAL AMD REPLACEMENT OF EXISTING CURB AND GUTTER SHALL BE SHOWM ON THE PLANS
OR AS DIRECTED BY THE ENGINEER.

16, THIS WORK WILL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR COMBINATION CURB AND GUTTER REMOVAL (SPECIAL).
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\ - SLEEPER SLAB

SEE NOTE 2 PCC BRIVEWAY PAVT 10

SEE NOTE 1
\—-SUB GRAN MAT B 4

\-AGG SUBGRADE IMFR 12

SLEEPER SLAB DETAIL AT DRIVEWAYS
AND MINOR INTERSECTIONS

NOTES:

1. THE INCREASED PAVEMENT THICKNESS IN THIS AREA SHALL BE INCLUDED IN THE COST FOR PORTLAND CEMENT
CONCRETE DRIVEWAY PAVEMENT 30 INCH.

2, REFER TO IDOT DISTRICT & DETAIL 8D-5Z FOR MORE INFORMATION ON THE SLEEPER SLAB.
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